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Hand Chain Hoist Manual Trolleys

Push & Pull Trolley

1. Formed Steel Covers
Both the gear case cover and hand

5. Load Chain Guide
Insures accurate feeding of load

DIVENSIONS (nch

Wheel cover are pre-formed steel
providing a ruged structure to resist
shocks and bumps.

chain onto load sprocket and
assists in protecting the load
sprocket from debris and moisture.
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6. Bushing
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Hand wheel cover is designed to
protect brake from moisture and dirt.
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bushing reduces hand chain.

pull while increasing mechanical
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efficiency.
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Regardless of load, the instant acting
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L 7. Tail Chain Stop

asbestos free load brake will hold the
load and is designed for long life.
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out upon reaching maximum
point in lowering.

4. Dual Ratchet Pawls o
For added safety dual ratchet pawls are
installed.

8. Load Chain
Grade 80 alloy steel chain
conforms to ISO and DIN
specifications.

9. Upper and Lower Hooks
360 degree free swiveling
forged steel hooks are equipped
with safety latches.

Geared Trolley
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#* Integrated with the hand chain wheel, it is protected from the

elements and tampering.
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# O.L is manufactured from alloy steel and surface hardened for

long life.

#+ O.L. is optional and can be added at any time.

#+ O.L eliminates damaging over loads, thus providing longer life for
the hoist.

# Available for capacities through 10 ton. , , :
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