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“Black Bear” Electric Chain Hoist (Hook Suspension Type) ™ MODELS AVAILABLE:

v ﬁ"g“g‘;’t‘r‘l’j’a Srlfgﬁfgﬂ?vﬁ?ﬁ{ es * Double high-tensile alloy steel plate Low | o bl Rt B i
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' bracket, features rugged and durable
+Totally enclosed construction, shoint bt Speed yur-050 | vir-100 | vir-200 | vir-300
withstands harsh conditions such
as chemical and electro-plating High YSH-050 | YSH-100 | YSH-200 | YSH-300
environments elc. YSH
¢ Advanced design, assures secure
braking even under overload. In
coninclion with mokorbraks, askures 8 Heavy YSS Y$5-200 | YSS-300 | YSS-500 | YSS-750 | YSS-1000 | YSS-1500 | YSS-2000 | YSS-3000
s sty ot peton, mf @ ™= 1w | vt | v
MOTOR BRAKE X
 *Electro-Magnetic Brake B YSLD | YSLD-050 | YSLD-100 | YSLD-200 | YSLD-300
Controller” -a unique design in
its field, R 0.C.PatentNo.27417 M YLTD | YLTD-050 | YLTD-100 | YLTD-200 f YLTD-300
features simultaneous braking — TRANSFORMER
upon release of P.B. even under * Power to pendant control reduced Dual | YSHD [ YSHD-050 | YSHD-100 ( YSHD-200 [ YSHD-300
full load. to 115V for safer operation.
Speed | yuiro | vimo-0so | viro-100 | v#m-200 | viTo-300
LIMIT SWITCH YSSD Y5$D-200 | YSSD-300 | YSSD-500 | YSSD-750| YSSD-1000 | YSSD-1500| YSSD-2000 | YSSD-3000
* Fitted at both top and botton
ends, shuts off power YSTD YSTD-200 | YSTD-300 | YSTD-500
automatically to prevent load
chain from running out. - MAGNETIC CONTACTOR Single Phase | YSF | YSF-050 | YSF-100 | YSF-200
* High performan#e non-fuse circuit
breakers allow frequent trouble
LOAD CHAIN cycling with free operation.
¢ Grade 80 case hardened alloy steel
chain, endures harsh conditions
such as rain, salt water and
chemicals. T PHAS,E ERROR REL_AY M POWER SUPPLY : M PUSHBUTTON PENDENT :
. ASp CCIGHV deS|gned elect_nc bo,ard ¢ Black Bear Electric Chain Hoist are available in ® 2-button type: up and down.
prevents motor from running at it all standard voltages of three Phase power, from . 4-button type: up and down; left and right (trolley).
reverse phased. 220V to 600V;as well as 115V or 230V single G:;utton type: up and down:; left and right; forward
phase. Three Phase hoists are reconnectable. and reverse ( end carrier ).
HOOK
* Hot forged high tensile steel, rigid PUSH BUTTON PENDANT M LIFTING HEIGHT :

and durable, 360 swivel, fitting

* Standard lifting height:10ft /15ft /20ft

with safety latch to assure safe * Fully water-proof and insulated, offers . Guional K svalisble upon recusst
lifting. light weight and durability.
* For special applications, please contact M LIFTING SPEED :
our company representative or authorized * Please refer to each detailed specification.

distributor.



B TROLLEY

® PLAIN TROLLEY

® GEARED TROLLEY

® MONORAIL MOTORIZED TROLLEY

® MOTOR SADDLE TROLLEY (MST)
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Dimensions (in) PT
Capaci N.W. | lin rdus
foe/|Model | A | B |C|D1|E | F|H [ 1[J[K L [™5* L0 i
1100 |PT-050(7.7|87 [1.4|6.0 28|35 |46 [1.3[1.1|7.8|2.4| 2-6 | 14.1 | 328
| 2200 (PT-100(8.6/9.0(1.6/6.6(3.1|4.0(4.9(1.4(1.3/8.6|2.8) 3-6 | 23.4|3.28
w 4400 PT-200[9.8(10.3|1.7(8.2(3.6|4.6 | 6.8 [2.2(2.2[11.2(3.2| 47 | 37.0 | 4.27
) 6600 |PT-300 [10.7/11.9|2.0/9.4 [4.1|5.2 | 8.5 |3.2|2.4/13.93.6] 4-8 | 56.9 | 4.92
I 11000 [PT-500 [12.3[12.0(2.1(9.9 4.6 |5.6 | 8.6 [3.3|2.4/14.6/4.0| 58 |71.9|525
16500 |PT-750 [14.5[13.5(2.9[11.5(5.4 | 7.3 [10.3[4.13.0/17.2/4.8| 68 [131.2| 7.22
22000 |PT-1000{15.7/13.8/3.012.7/6.0| 7.8 10.9/4.2|3.0[18.45.6| 6-8 |179.5| 7.22
Dimensions (in) GT
Copecl¥IModel| A | B | C|D1|Da|E|F|H|1 [J| K| L [Foar| 000
1100 [GT-050{7.7 [10.5/3.2(6.0 | 6.0(2.8(35 (46 |1.3|1.1|78 |24 26 | 194 |3.28
2200 |GT-100 | 8.6 [10.8{3.4|6.7| 6.6 |3.1|14.0 | 4.9 (1.4(1.3/87 [28| 36 | 298 | 3.28
4400 [GT-200 /9.8 [122/3.7|89(82|36(4.6 (6.8 |22|2.2{11.9(3.2| 47 | 437|427
6600 [GT-300 [10.713.7/3.8|95(9.4 |4.1|52 (85 (3.2|2.4{14.0/36| 48 | 66.8 | 4.92
11000|GT-500 [12.3(13.8/3.919.3| 9.9 |46|5.6 | 8.6 |3.3|24/146/40| 58 | 816 | 525
16500|GT-750 [14.5(15.2/4.4 |11.1|11.5/5.4|7.3 |10.3/4.1/13.0/117.2|4.8| 68 | 141.1| 7.2
22000(GT-1000{15.7(15.4|4.5 11.9|12.7|6.0(7.8 |10.9| 4.2{3.0/18.4| 56| 68 | 1896 7.22
Dimensions / Specifications (in) MT
Capacity Flange | Speed (fUmin)  Motor [Pole | s | N.W.
tbs) | Model |A|BCID F|G W ™oz | ¢r | @[5l o)
2000 o0 117(213(136| 78| 97| 58| 35 Lo st farisl 427 | 88
4400 (20 1o (224( 14183 102|221 46 L2 03.02 1881, 05 | g9
6600 300114 2(26.1|165( 07 |11.7] 68 | 57 (o221 08.05 L4B] 500143
11000 [eooe15.4(265(167| 99 126 72| 57 [y 08.05 148 656 |16
16500 e 179(290|18.4[107] 209 90 | 68 (s 15reg (o rip| 984 [342
22000 (g2 1[324(217107|223( 10| 68 —sosg o7 Tari3| 1148481
MT-1500 |, 39 2 6
33000 [1r0-1500(27-3(346(232| 114|209|138| 75 35750 T 311 ez 772
MT-2000 49 2.95 4
44000 170.20003+8[404(284| 12 |238|173| 8 2516 Tags0salaiz] - [1268
Dual speed (MTD-100~500) models available at standard speeds of 79/26 (4P/12P). Optional single
speed 60 Hz motorsavailable at speeds of 52fpm (6P), 40fpm (8P), and 26fpm (12P).
Dimensions / Specifications (in) MT
Capacity Speed (ft/min) Motor |Pole | N.W.
(bs) | Mode! oz |A[B|C[P|E|H | wm | @ | oo
2000 (STI0 |82 145(229)276(1.6[5.8 | 482 —gaa—i =1 207
4400 (MSTE0 82 —{48(229(276|16(58| 482 ooy s 207
6600 o0 T2 —i59|256(335(18|7.0| 61 gons s iz] 401
o 11000 [ oo | 7205 |59 [256(3851.87.0| 61 5 o0, P 401
— MST-750 75 12 | 4
d 16500 [yorse0 | 75125 |63 315(39.4(20(7.4| 886 54 1a112| 675
. 20,
22000 [yisro 00| 66 12|85 |35547.3[20(97 1288 | o oty 15 {1111
MST-100
MST-200 60HZ with pinion of M3.5x12T
MST-1000
MST-750 B60HZ with pinion of M3.5x20T
MST-300 60HZ with pinion of M3.5x15T
MST-500

B FEATURES OF YSE SERIES:

|
3

Capacity (lbs)

1100 | 2200 | 4400

Lift Length (ft) 10 (20) etc.
Single Speed (ft/min) 60HZ 26 18 9
Dual Speed (ft/min) 60HZ 26/9 | 18/6 9/3
Motor Power (HP) 2.0 2.4
Motor Power (HP) 2.4/0.8

3 Phase,

Power Supply

220V-600V, 60HZ

B FEATURES OF YLT/YHT/YST SERIES:

® Specially engineered
frame combines hoist
and trolley, for specific

* @ Reduced headroom
'\“ provides higher lifting.
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YSL, H, E, F 1100~6600lbs YSS 4400~22000lbs

M DIMENSIONS OF HOIST WITH / GT.PT

Hoist With GT

Hoist With PT

low headroom applications.

E. D Rating (%) 40
Load Chain Fall Number 1 2
NW/GW (lbs) 111/ 117 133/139
Packing LxWxH (in) 24 x22x 13
Model Capacity Dimensions (in) "'('mmm) Tmmmsm-d Flange
bs) |[HIA|B|C|D 60HZ 60HZ (in)
JLleeo 1100 16.8%27.3 142(131[40 | 2| TOEZ_| 35
R P R pr e S
:g’;_g%o 4400 19,2%23.3 14.8[135|5.0 9? 5 773}2@ 46
M 6600 [20.4153130.8/165(143(5.0 —-6- 1 T252_{ 57
m%_c:%o 2200 16.5%27.3 14213140 2:",5 5 ;:!/i% 35
e POy v .
::Iggs%o 6600 23.4%30.8 16.5/14.3[5.0 9? 5 773”, ‘Zi 57
:g;’g_%%o 4400 2?.7%36.5 16.7(19.8/5.0 2:?9 77:}22 57
:g;gz%o 5500 28.5%365 16.7|19.8|5.0 212:7 77;”/ 226 57
:g;’gg%o 6600 30.2%36.5 16.7[19.8[5.0 1;75 7799’1 i"g B
N 11000 31.7%36.5 16.7[19.8| 5.0 11",3 _Zg’/ Z"é 57

3#Maximum lifting height : 20ft

#Motor: 60Hz=4P or 6P.

Capaci Dimensions (in) Flange Width
the) i Model T2 TB 6 D] (n
YSL, H,E, | 1100, 2200 |MT-050 100| 26.8|11.7 |21.3 | 13.6| 7.8 35
YSF 4400 MT-200 |35.1(12.8(22.4|14.1| 8.3 4-6
YSL,H 6600 MT-300 |40.6|14.2(26.1 |16.5| 9.7 5-7
4400 MT-200 |39.2(12.8(22.4|14.1| 8.3 4-6
6600 MT-300 |44.1(14.2(26.1|16.5| 9.7 5-7
11000 MT-500 |47.3(15.4(26.5|16.7| 9.9 5-7
YsS 16500 MT-750 |51.2|17.9|29.0|18.4|10.7| &8
22000 MT-1000 |55.8(22.1(32.4(21.7|10.7 6-8
33000 MT-1500 |58.7(27.3(34.6(/23.2|11.4 75
44000 MT-2000 |71.7|34.8|40.4|28.4(12.1 8

Capacity Model Dimensions (in) Flange Width
(ton) H[AB[C|Di1[D2[E | G (in)
2200 |GT-100 | 27.4 | 8.5 |6.3|4.5|6.7 |6.6(10.7[107.0| 3-6
YSL. H. 2200 [PT-100 | 27.4 (8.5 [4.5(45 66/ - (89 - 3-6
vse | 4400 |GT-200 [34.4|9.7 |7.0|5.1|8.8|8.1[12.2/129.1 4-7
4400 |PT-200 | 34.4|9.7 |5.1|5.1/8.1| - [10.2| - 4-7
vsL. 1 6600 |GT-300 | 43.7 |10.6/7.7|5.9/9.5|9.4|13.6/132.0, 4-8
6600 |PT-300 | 43.7 |10.6/5.9(5.9/9.4| - |11.8| - 4-8
4400 |GT-200 | 39.89.7 |7.0|5.1/8.8/8.1|12.2|129.1 4-7
4400 |PT-200 | 39.8|9.7 |5.1|5.1/8.1| - [10.2| - 4-7
ves | 6600 |GT-300|46.3|10.6/7.7|5.9/9.5/9.4/13.6[132.0, 48
6600 |PT-300 | 46.3 (10.6/5.9(5.9/9.4| - [11.8] - 4-8
11000 |GT-500 | 49.2 (12.2|/7.8|6.09.3(9.9(13.8/132.1 5-8
11000 |PT-500 | 49.2 |12.2|5.9(6.0/9.9| - [12.0 - 5-8







